
Table 3-6

Groundwater and Surface Water Field Parameters
Former Motor Pool Area 800, Parcels 164(7), 11(7), 12(7), and 68(7)

Fort McClellan, Calhoun County, Alabama

Specific Dissolved
Sample Sample Conductivity Oxygen ORP Temperature Turbidity pH
Location Date Media (mS/cm)a (mg/L) (mV) (oC) (NTU) (SU)

FTA-164-GP01(W) 15-Jan-99 GW 0.616 0.12 -91 19.50 0 6.75
FTA-164-GP02(W) 14-Jan-99 GW 0.643 0.22 -14 19.47 >1000 6.73
FTA-164-GP03(W) 18-Jan-99 GW 1.612 0.22 -47 16.40 15.9 6.82
FTA-164-GP04 19-Jan-99 GW 0.898 0.17 -302 20.62 NR 6.73
FTA-164-GP05 13-Jan-99 GW 1.016 0.10 -37 21.90 27.1 6.94
FTA-164-GP06 14-Jan-99 GW 1.138 0.21 -21 17.31 19 6.71
FTA-164-GP07(W) 15-Jan-99 GW 0.962 4.30 10 15.52 205.9 7.04
FTA-164-GP10(W) 15-Jan-99 GW 0.157 0.22 -14 18.65 181 6.80
FTA-164-GP11(W) 19-Jan-99 GW 0.470 1.15 44 19.95 >1000 6.84
FTA-164-MW01 31-Mar-99 GW 2.135 5.45 289 15.18 0 6.73
FTA-164-MW02 30-Mar-99 GW 1.168 3.38 157 15.66 >1000 6.99
FTA-164-MW03 30-Mar-99 GW 2.010 0.13 204 14.69 17 6.67
FTA-164-MW04 31-Mar-99 GW 0.676 4.54 186 15.16 151.8 6.75
FTA-164-SW/SD01 28-Jan-99 SW 0.287 9.77 NR 14.09 8.8 7.70
FTA-164-SW/SD02 28-Jan-99 SW 0.063 4.20 NR 14.31 12.6 6.55
FTA-164-SW/SD03 23-Oct-98 SW 0.228 7.51 286 15.15 34 6.75
FTA-164-SW/SD04 27-Jan-99 SW 0.437 9.80 NR 14.45 11 7.19
FTA-164-SW/SD05 27-Jan-99 SW 0.381 4.91 NR 12.92 11.3 6.88

a Specific conductivity values standardized to millisiemens per centimeter.

oC - Degrees Celsius.
GW - Groundwater.
mg/L - Milligrams per liter.
mS/cm - Millisiemens per centimeter.
mV - Millivolts.
NR - Not recorded.
NTU - Nephelometric turbidity units.
ORP - Oxidation-reduction potential.
SU - Standard units.
SW - Surface water.
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